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Lens FL-701 SL-702 SL-712 ML-703 ML-713 LL-704 UL-705
Zoom Ratio Fixed x 1.5 x 1.5 x 2.0 x 1.7 x 1.7 x 1.7

F Number 1.8 1.6 (Wide) -  
2.0 (Tele)

1.6 (Wide) -  
2.0 (Tele)

1.6 (Wide) -  
2.9 (Tele)

1.6 (Wide) -  
2.0 (Tele)

1.7 (Wide) -  
2.0 (Tele)

1.7 (Wide) -  
2.0 (Tele)

Focal Length 13 mm 19 mm (Wide) -  
29 mm (Tele)

19 mm (Wide) -  
29 mm (Tele)

24 mm (Wide) -  
48 mm (Tele)

24 mm (Wide) -  
47 mm (Tele)

46 mm (Wide) -  
79 mm (Tele)

77 mm (Wide) -  
133 mm (Tele)

Dimensions (W x H x L) 5.8" x 4.4" x 7.4" 5.8" x 4.4" x 7.0" 5.8" x 4.4" x 7.0" 5.8" x 4.4" x 7.0" 5.8" x 4.4" x 7.8" 5.8" x 4.4" x 8.7" 5.8" x 4.4" x 8.4"

Weight 2.6 lbs. 1.8 lbs. 1.8 lbs. 2.2 lbs. 2.2 lbs. 3.5 lbs. 3.7 lbs.

Supplied 
Accessories

User’s manual,  
lens cap

User’s manual,  
lens cap

User’s manual,  
lens cap

User’s manual,  
lens cap

User’s manual,  
lens cap

User’s manual,  
lens cap

User’s manual,  
lens cap

Image Size 30" – 600" 30" – 600" 30" – 600" 30" – 600" 30" – 600" 30" – 600" 30" – 600"

Lens Shift Position

Ve
rt

ic
al

CP-WU8700B/W
CP-WU8600W
CP-WX8750B/W 1 : 1 - 10 : 0 – 1 : 1 - 10 : 1 – 1 : 1 10 : 0 – 1 : 1 10 : 0 – 1 : 1
CP-WX8650W
CP-X8800B/W
CP-X8150 1 : 1 9 : -1 – 1 : 1 9 : -1 – 1 : 1 9 : -1 – 1 : 1 9 : -1 – 1 : 1 9 : -1 – 1 : 1 9 : -1 – 1 : 1
CP-WX8240A 1 : 1 5 : -1 – 1 : 1 5 : -1 – 1 : 1 5 : -1 – 1 : 1 5 : -1 – 1 : 1 5 : -1 – 1 : 1 5 : -1 – 1 : 1
CP-X8160
CP-X8170 1 : 1 9 : 1 – 1 : 1 9 : 1 – 1 : 1 10 : 0 – 1 : 1 10 : 1 – 1 : 1 9 : 1 – 1 : 1 9 : 1 – 1 : 1
CP-SX8350
CP-WX8255A
CP-WU8440
CP-WU8450
CP-WU8451 1 : 1 10 : 0 – 1 : 1 10 : 0 – 1 : 1 10 : -1 – 1 : 1 10 : -1 – 1 : 1 10 : 0 – 1 : 1 10 : 0 – 1 : 1
CP-WU8460
CP-WU8461
CP-WX8265

H
o

ri
zo

nt
al

CP-WU8700B/W
CP-WU8600W
CP-WX8750B/W 1 : 1 - 6 : 4 – 4 : 6 - 6 : 4 – 4 : 6 6 : 4 – 4 : 6 6 : 4 – 4 : 6
CP-WX8650W
CP-X8800B/W
CP-X8150
CP-WX8240A

1 : 1 10 : 0 – 0 : 10 10 : 0 – 0 : 10 10 : 0 – 0 : 10 10 : 0 – 0 : 10 10 : 0 – 0 : 10 10 : 0 – 0 : 10

CP-X8160
CP-X8170
CP-SX8350
CP-WX8255A
CP-WU8440 1 : 1 6 : 4 – 4 : 6 6 : 4 – 4 : 6 6 : 4 – 4 : 6 6 : 4 – 4 : 6 6 : 4 – 4 : 6 6 : 4 – 4 : 6
CP-WU8450
CP-WU8451
CP-WU8460
CP-WU8461
CP-WX8265

Multiple lens options for greater 
installation flexibility.

700 Series Optional Lenses 
For Installation Series Projectors

FL-701 SL-702 SL-712 ML-703 ML-713 LL-704 UL-705
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700 Series Optional Lenses 
For Installation Series Projectors

･ Cover error ･ Lamp error ･ Temperature error
･ Filter cleaning time and more…

･ Lamp time ･ Filter time
･ Projector usage time ･ IP Address

16 17

Status Monitor

The status monitor is a sub-LCD located on the rear panel of the 
projector*. It displays the present condition of the projector, including 
errors, setup information, and error history. 

Monitoring Projector Status

The projectors allow you to get the information displayed on the status 
monitor and more on your tablet or smartphone with the latest 
dedicated free online application whenever you need, even if you are 
not close to the projector.

Ensuring High Reliability and Stability Digital connectivity

Various Network Features

Hybrid Filter

The projectors use a three-layer 
filter with two layers of unwoven 
cloth and an HAF (High Air Flow) 
filter. The filter can last up to 
20,000 hours* without cleaning, 
reducing maintenance time. 
* 15,000 hours for CP-SX8350 / CP-X8150 / 

CP-WX8240A / CP-WU8440. 
* Varies according to usage environment.

Inorganic LCD panels

Hitachi 3LCD projectors incorporate three 
LCD panels with inorganic alignment 
layers that are extremely light resistant, 
increasing brightness and contrast ratio. 
They ensure smooth images and high 
reliability.

Easy Maintenance

The lamp door and the filter cover are 
located  on both sides, facilitating 
maintenance and replacement when 
the projector is installed on the ceiling. 
The serial number and MAC address 
are also labeled on the side chassis for 
easy readability. 

Convenient Networking Wireless Capability (Option) Smart Device Control

Manage and control multiple projectors over 
your LAN with Centralized Reporting, 
Scheduling, E-mail Alerts, and My Image 
(Image Transfer)

Administration Room

LAN

Connect a projector to a computer using 
the optional USB wireless adapter. The 
adapter supports IEEE802.11b/g/n. Use 
the adapter cover to prevent the USB 
wireless adapter from coming off easily.

By plugging the USB wireless adapter to the 
projector and using the dedicated free online 
application developed by Hitachi, projectors 
can be controlled from a tablet or smartphone.*

* See the Hitachi website for details
http://www.hitachi.co.jp/proj/en/apps/pj_connection.html

Variety of Interchangeable Lens Options

A variety of  lenses are available to match several screen sizes and installation environments. Projection is possible in diverse installation areas 
from small conference rooms to auditoriums, convention halls, and other large spaces.

Projection distance
for 100”screen (Full screen)
(Projector's front panel to screen) 

ProjectorLens type

ML-703 
Middle 
throw lens
Zoom: x2.0

LL-704 
Long 
throw lens
Zoom: x1.7

SL-702 
Short 
throw lens
Zoom: x1.5

FL-701
Fixed short 
throw lens 
Zoom: Fixed

UL-705 
Ultra long 
throw lens
Zoom: x1.7

CP-X8800W, CP-X8800B 1.7m (67”) 0.8
CP-WX8750W, CP-WX8750B, CP-WX8650W 1.8m (71”) 0.8
CP-WU8700W, CP-X8700B, CP-WU8600W 1.8m (69”) 0.8
CP-X8170, CP-X8160 1.7m (67”) 0.8
CP-WX8265, CP-WX8255A 1.8m (71”) 0.8
CP-WU8460, CP-WU8461, CP-WU8450, CP-WU8451, CP-WU8440 1.8m (69”) 0.8
CP-SX8350 1.7m (66”) 0.8
CP-X8150 2.1m (83”) 1.0
CP-WX8240A 2.2m (88”) 1.0

CP-X8170, CP-X8160 2.5 - 3.7m (97”- 145”) 1.2 - 1.8
CP-WX8265, CP-WX8255A 2.6 - 3.9m (102”- 154”) 1.2 - 1.8
CP-WU8460, CP-WU8461, CP-WU8450, CP-WU8451, CP-WU8440 2.5 - 3.8m (100”- 151”) 1.2 - 1.8
CP-SX8350 2.4 - 3.7m (96”- 144”) 1.2 - 1.8
CP-X8150 3.1 - 4.6m (120”- 181”) 1.5 - 2.2
CP-WX8240A 3.2 - 4.9m (127”- 192”) 1.5 - 2.2

CP-X8170, CP-X8160 3.1 - 6.2m (122”- 242”) 1.5 - 3.0
CP-WX8265, CP-WX8255A 3.3 - 6.5m (129”- 257”) 1.5 - 3.0
CP-WU8460, CP-WU8461, CP-WU8450, CP-WU8451, CP-WU8440 3.2 - 6.4m (127”- 252”) 1.5 - 3.0
CP-SX8350 3.1 - 6.1m (121”- 241”) 1.5 - 3.0
CP-X8150 3.9 - 7.7m (153”- 303”) 1.9 - 3.8
CP-WX8240A 4.1 - 8.1m (162”- 321”) 1.9 - 3.8

CP-X8800W, CP-X8800B 3.6 - 6.1m (142”- 240”) 1.7 - 3.0
CP-WX8750W, CP-WX8750B, CP-WX8650W 3.8 - 6.4m (149”- 252”) 1.7 - 3.0
CP-WU8700W, CP-WU8700B, CP-WU8600W 3.7 - 6.3m (146”- 248”) 1.7 - 3.0
CP-X8170, CP-X8160 3.6 - 6.1m (141”- 239”) 1.7 - 3.0
CP-WX8265, CP-WX8255A 3.8 - 6.4m (148”- 251”) 1.7 - 3.0
CP-WU8460, CP-WU8461, CP-WU8450, CP-WU8451, CP-WU8440 3.7 - 6.3m (146”- 248”) 1.7 - 3.0
CP-SX8350 3.6 - 6.0m (140”- 237”) 1.7 - 3.0
CP-X8150 4.5 - 7.6m (176”- 298”) 2.2 - 3.7
CP-WX8240A 4.7 - 8.0m (186”- 315”) 2.2 - 3.7

CP-X8800W, CP-X8800B 5.9 - 10.0m (232”- 395”) 2.8 - 4.9
CP-WX8750W, CP-WX8750B, CP-WX8650W 6.2 - 10.5m (244”- 415”) 2.8 - 4.9
CP-WU8700W, CP-WU8700B, CP-WU8600W 6.1 - 10.3m (240”- 407”) 2.8 - 4.9
CP-X8170, CP-X8160 5.9 - 10.0m (231”- 392”) 2.8 - 4.9
CP-WX8265, CP-WX8255A 6.2 - 10.5m (244”- 415”) 2.8 - 4.9
CP-WU8460, CP-WU8461, CP-WU8450, CP-WU8451, CP-WU8440 6.1 - 10.3m (240”- 407”) 2.8 - 4.9
CP-SX8350 5.8 - 9.9m (229”- 389”) 2.8 - 4.9
CP-X8150 7.3 - 12.4m (288”- 490”) 3.6 - 6.1
CP-WX8240A 7.8 - 13.2m (305”- 520”) 3.6 - 6.1

CP-X8800W, CP-X8800B 10.0 - 17.0m (395”- 671”) 4.9 - 8.3
CP-WX8750W, CP-WX8750B, CP-WX8650W 10.5 - 17.9m (415”- 705”) 4.9 - 8.3
CP-WU8700W, CP-WU8700B, CP-WU8600W 10.3 - 17.6m (407”- 691”) 4.9 - 8.3
CP-X8170, CP-X8160 10.0 - 16.9m (393”- 667”) 4.9 - 8.3
CP-WX8265, CP-WX8255A 10.5 - 17.9m (415”- 705”) 4.9 - 8.3
CP-WU8460, CP-WU8461, CP-WU8450, CP-WU8451, CP-WU8440 10.3 - 17.6m (407”- 691”) 4.9 - 8.3
CP-SX8350 9.9 - 16.8m (390”- 662”) 4.9 - 8.3
CP-X8150 12.4 - 21.1m (487”- 830”) 6.0 - 10.3
CP-WX8240A 13.1 - 22.3m (516”- 879”) 6.0 - 10.3

100”

100”

100”

100”

100”

SL-712 
Short 
throw lens
Zoom: x1.5

CP-X8800W, CP-X8800B 2.5 - 3.7m (97”- 146”) 1.2 - 1.8
CP-WX8750W, CP-WX8750B, CP-WX8650W 2.6 - 3.9m (102”- 154”) 1.2 - 1.8
CP-WU8700W, CP-WU8700B, CP-WU8600W 2.5 - 3.8m (100”- 151”) 1.2 - 1.8
CP-X8170, CP-X8160 2.5 - 3.7m (97”- 145”) 1.2 - 1.8
CP-WX8265, CP-WX8255A 2.6 - 3.9m (102”- 154”) 1.2 - 1.8
CP-WU8460, CP-WU8461, CP-WU8450, CP-WU8451, CP-WU8440 2.5 - 3.8m (100”- 151”) 1.2 - 1.8
CP-SX8350 2.4 - 3.7m (96”- 144”) 1.2 - 1.8
CP-X8150 3.1 - 4.6m (120”- 181”) 1.5 - 2.2
CP-WX8240A 3.2 - 4.9m (127”- 192”) 1.5 - 2.2

100”

ML-713 
Middle 
throw lens
Zoom: x1.7 100”

Real time monitoring Error and alarm message

Hardware and software requirements for network presentation 
capability  OS: One of the following. Windows Vista® (Service Pack 
1 or later), Windows® 7, Windows® 8/8.1 CPU: Pentium®4 (2.8GHz 
or higher) Graphic card: 16bit, XGA or higher (When using the “Live 
Viewer” it is recommended that the display resolution of your 
computer be set to 1,024x768.) Memory: 512 MB or higher Hard 
disk space: 100MB or higher Web browser: Internet Explorer®8 or 
higher CD-ROM drive

* If many computers are connected to the network or the connected 
computer is under excessive load, higher specifications may be 
required.

An error message turns on.

HTPS 
(High Temperature Poly-Silicon)

Projection distances for optional lenses 
when projecting onto a 100”screen (Full screen)Throw ratio

With an access point Without an 
access point 

*

USB (A) x 2

S-VIDEO
VIDEO AUDIO 

OUT
COMPONENT VIDEO

AUDIO IN 1 / 2
AUDIO IN 3

CONTROL

HDMI 1/2

LAN

USB (B)

COMPUTER IN 2

COMPUTER IN 1
MONITOR OUT

Terminals CP-X8170, CP-WX8265, CP-WU8450, CP-X8160, CP-WX8255A, 
CP-WU8450, CP-SX8350, CP-X8150, CP-WX8240A, CP-WU8440

CP-WU8461, CP-WU8451

USB (A) x 2

S-VIDEO
VIDEO AUDIO 

OUT
COMPONENT VIDEO

AUDIO IN 1 / 2
AUDIO IN 3

CONTROL

HDMI 1/2

LAN

USB (B)
HDBaseT

REMOTE CONTROL
IN/OUT 

REMOTE CONTROL
IN/OUT 

COMPUTER IN
MONITOR OUT

Common information of all the 8000 Series

* Available information depends 
on the model of projector.
The optional USB wireless 
adapter USB-WL-11N 
supporting IEEE801.11b/g/n is 
required when you connect the 
projector to a wireless network.

* Except for CP-SX8350 / CP-X8150 / CP-WX8240A / CP-WU8440

REMOTE CONTROL
IN/OUT 

CONTROL
VIDEO AUDIO IN2

MONITOR OUT

AUDIO OUT

DisplayPort

HDBaseT

SDI (CP-WU8700W / CP-WU8700B only) 

WIRELESS 
LAN 

COMPUTER IN 
AUDIO IN1 

HDMI 1/2

CP-X8800W, CP-X8800B, CP-WX8750W, CP-WX8750B, 
CP-WU8700W, CP-WU8700B, CP-WX8650W, CP-WU8600W

Equipped with 2 HDMI input terminals for the current widely-used 
interface. In addition, the new models of 8000 series have more rich 
digital connectivity, DisplayPort, HDBaseTTM, and SDI* input terminals.
* Only for the CP-WU8700W / CP-WU8700B

*1 

*2

Input Source
Lamp Time
Filter Time

Error Status
Temperature

…

*1 SL-702 comes standard on the CP-SX8350 / CP-X8150 / CP-WX8240A.
*2 ML-703 comes standard on the CP-X8170 / CP-X8160 / CP-WU8460 / CP-WU8461 / CP-WU8450 / CP-WU8451 / CP-WU8440 / CP-WX8265 / CP-WX8255A.

700 Series Lenses

A variety of lenses are available to match several screen sizes and installation environments. Projection is possible in diverse  
installation areas from small conference rooms to auditoriums, convention halls, and other large spaces.

*1 SL-702 comes standard on the CP-SX8350 / CP-X8150 / CP-WX8240A.
*2 ML-703 comes standard on the CP-X8170 / CP-X8160 / CP-WU8460 / CP-WU8461 / CP-WU8450 / CP-WU8451 / CP-WU8440 / CP-WX8265 / CP-WX8255A.


